SWISSDRAIN® 8 1217 27

Technical drawings

Seating area with door
and soil junctions

Unbound construction on gravel bed
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Cross spacer

Gravel bed

SWISSDRAIN 8/12/17/27mm

Chippings or round gravel bed
3-7 cm thick

Natural stone from 40 mm
Concrete units from 40 mm
Fully vitrified stoneware from 20 mm

Perimeter insulation strip with
self-adhesive base ACOSIM RDS
100or15cm
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E. g. pond liner

Round gravel strip for
faster drainage

Perimeter insulation strip with
self-adhesive base ACOSIM RDS
100r 15cm

67 /77 mm angle trim
ACOSIM
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Technical drawings

Patio with door
and soil junctions

Bound construction on concrete base with waterproof membrane

SWISSDRAIN 8/12/17/27 mm

Insulation laid to falls
Chippings- or round-gravel-aggre- or structural concrete
gate concrete 4 / 8 mm aggregate, Min. 1.5 % fall
with 200 - 250 kg/m?® ACOSIM TRASS
Compound Zement 3 - 5 cm thick

Waterproof membrane

Natural stone, concrete units from
20 to 40 mm, bonded with ACOTOP WEISS -

’ 67/177 let
fully vitrified stoneware from 20 mm, bonded /77 mm arfc%;llh;n
with suitable adhesive

Perimeter insulation strip with
Channel insert with spacer insert self-adhesive base ACOSIM RDS
PVC 1 - 5 mm, bonded with ACOFIX 100r 15cm

. . . P . Round gravel strip
Perimeter insulation strip with self-adhesive for faster drainage
base ACOSIM RDS 10 or 15 cm

Stainless-steel channel E. g. pond liner

ACOSIM - ER 50 or ER 100
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Technical drawings

Patio with door and
parapet junctions

Bound construction on concrete base with waterproof membrane

4‘

o

j n.l.u/u:irmru.uu;r

0

Bound joints e. g. TRASS 250 i
incl. liquid additive to improve !
Concrete laid to falls adhesion to joint faces :

1.5%t02.5%
Waterproof membrane,

vapour barrier

Chippings- or round-gravel-aggregate
concrete 4 / 8 mm aggregate, with
200-250 kg/m?* ACOSIM TRASS Com-
pound Zement 3 - 7 cm thick

SWISSDRAIN 8/12/17/27mm

Perimeter insulation strip -
with self-adhesive base
ACOSIM RDS 10 or 15 cm

Natural stone, concrete units from 20 to 40 mm,
bonded with ACOTOP WEISS fully vitrified stone-
ware from 20 mm, bonded with suitable adhesive

Channel insert with spacer insert ACOSIM bottom channel
PVC 1 -5 mm, bonded with ACOFIX outlet d = 60 mm
Perimeter insulation strip with self-adhesive Stainless-steel channel
base ACOSIM RDS 10 or 15 cm ACOSIM - ER 50 or ER 100

Stainless-steel channel
ACOSIM - ER 50 or ER 100 Emergency overflow
incl. bottom channel outlet, d = 60 mm
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Technical drawings

Patio with door and
parapet junctions

Unbound construction on concrete base with waterproof membrane

Cross spacer

Concrete laid to falls
1.5%t02.5%

Chippings or round gravel bed
3-7 cm thick

Natural stone, concrete units from 40 mm
Fully vitrified stoneware from 20 mm

Chrome-steel insert for ACOSIM -
ER 50 or ER 100

Perimeter insulation strip with self-adhesive
base ACOSIM RDS 10 or 15 cm

Stainless-steel channel ACOSIM -
ER 50 or ER 100 incl. bottom channel
outlet, d =60 mm
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Open joints

Waterproof membrane,
vapour barrier

SWISSDRAIN 8/12/17/27mm

Perimeter insulation strip
with self-adhesive base
ACOSIM RDS 10 or 15 cm

ACOSIM bottom channel outlet
d=60mm

Stainless-steel channel
ACOSIM - ER 50 or ER 100

Emergency overflow
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Natural or cast stone
block steps

Construction on concrete base with chippings-
or round-gravel-aggregate concrete

Concrete
laid to falls
ACOTOP WEISS

bonding layer Chippings- or round-gravel-aggregate con-

crete 4 / 8 mm aggregate, with 200 - 250 kg / m?

Natural or cast stone ACOSIM TRASS Compound Zement

block steps
ACOSIM 150 / 200 mm step

reinforcement mesh
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Spot bonding with

ACOFIX MS-
hybrid-polymer Waterproof
Concrete laid to membrane
falls sealant and
adhesive
SWISSDRAIN 8/12/17/27mm




SWISSDRAIN® 8 1217 27

Technical drawings

Natural or cast stone
risers and treads

Construction on concrete base with chippings-
or round-gravel-aggregate concrete
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2 4 | Waterproof
S : - I:I membrane A
. -I ACOSIM 150 / 200 mm steq
‘ d | ¥ reinforcement mesh
= £ © Natural|
| orcast| SWISSDRAIN 8/12/17/27 mm
Open joint stone riser
Perimeter insulation strip
Concrete laid with self-adhesive base |~ "1~ "~~~
Throat to falls ACOSIM RDS 10 or 15 cm
. . Natural or cast . .
Spot bonding with ACOFIX stone tread Channel insert with spacer
MS-hybrid-polymer insert PVC 1 - 5 mm,|
sealant and adhesive ACOTOP WEISS bonded with ACOFIX
bonding layer

ACOSIM bottom
channel outlet d = 60 mm

Chippings- or round-gravel-aggregate concrete
4/8 mm aggregate, with 200-250 kg/m?

ACOSIM TRASS Compound Zement Stainless-steel channel
ACOSIM - ER 50 or ER 100
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Natural or cast stone
risers and treads

Construction on concrete base with
thin-coat system

Waterproof
membrane

-I A |4 ‘| ACOSIM 150 / 200 mm ste
=i | ] N - reinforcement mesh |
B Natural
or cast SWISSDRAIN 8/12/17/27mm
Open joint stone riser Concret_e
laid Perimeter insulation strip
to falls

with self-adhesive base [~ - T-1"[ -~~~
Throat ACOSIM RDS 10 or 15cm

. . Natural or cast . .
Spot bonding with ACOFIX stone tread Channel insert with spacer

MS-hybrid-polymer insert PVC 1 - 5 mm,|
sealant and adhesive bonded with ACOFIX

ACOTOP MBK

ACOSIM bottom
channel outlet d = 60 mm

Stainless-steel channel
ACOSIM - ER 50 or ER 100
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Natural or cast stone
angle treads

Construction on concrete base with chippings-
or round-gravel-aggregate concrete

e
AAARA

Chippings- or round-gravel-aggregate
concrete 4 / 8 mm aggregate, with
200-250 kg/m3 ACOSIM TRASS Com-
pound Zement

Spot bonding with ACOFIX
MS-hybrid-polymer
sealant and adhesive

Waterproof

membrane
Concrete

ACOTOP WEISS laid to falls SWISSDRAIN 8/12/17/27 mm

bonding layer ACOSIM 150 / 200 mm step
reinforcement mesh

Natural or cast stone
angle treads

ACOSIM MORTAR SYSTEMS | WWW.ACOSIM.CH | ALTENDORF, SWITZERLAND, DECEMBER 2017
The information in this fact sheet is provided solely as advice. It shall not be taken to be legally binding.




